1/2” OF GROUT OVER
FOUR INCH BRICK COURSE
AT EACH END OF CASING

1" STEEL BAND

PUSH-ON SINGLE GASKET REDWOOD RUNNER
OR MECHANICAL JOINT

DUCTILE IRON CARRIER PIPE

HARNESS LUGS WELDED
TO CASING BOTH ENDS

K\TIE RODS AND CLAMPS
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NOTES:

1. RUNNER LENGTH TO BE 75% OF LAYING LENGTH

2. SEE SHEET 28 FOR CASING LENGTH

STEEL CASING PIPE SLED DETAIL
(SEE TABLE BELOW —_—
R SIoE AND WAL 3. HARNESS LUGS TO BE INSULATED FROM D.I. PIPE
THICKNESS)
OVERALL PIPE 90 STEEL CASING PIPE
JOINT DIMENSION
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PIPE CASING DETAIL
CARRIER PIPE CASING PLFFE WAL MINIMUM
H . N
NOMINAL Dia Min O.D. THICKNESS RUNNER SIZE
4" 12 0.188" 2" x 47
6” 16” 0.25” 2" x 47
8” 18” 0.282" 2" x 4
12" 22" 0.344" 2" x 4
16" 28" 0.406” 2" x 6
20" 32" 0.469” 2" x 6

NOTES:

1. NEOPRENE OR PVC RUNNERS

DENVER WATER ’
1600 West 12th Avenue-Denver, Colorado 80204

Phone(303)628—6000- Telecopier No.(303)628—6851

MAY BE USED AS AN
ALTERNATIVE TO TREATED

BORE CASING DETAIL

REDWOOD.
2. TRENCH LAID CASINGS SHALL
T CONDUI STANDARDS. Scale: _ NONE _ _ _[pater JULY 1995 _
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